NE XINEOC

Technical parameters of the NEXI
GO Performance 25 server

» processor with a minimum frequency of 4 GHz,

at least 32 cores

» DDRS5 operating memory, minimum capacity
256 GB

e 4 TB M.2 SSD with a minimum endurance
of 2400 TBW

» 2x graphic card with a minimum of 16 GB VRAM

* GbE LAN (10/100/1000 Mbit/s)
» sound card

» computer power supply minimum 1500 W
with minimum efficiency 80 Plus Gold

» PC case with dust filters and sound proofing

The basic package of the
NEXI GO Performance 25 server
also includes:

« server assembly to your specifications
 basic server configuration

¢ installation of Windows Server 2022 OS trial
version

« installation of the NEXI Board management
console

Microsoft licence required for
NEXI GO Performance 25 server

Education

e 2x Windows Server 2022 Standard — 16 Core
License Pack EDU

Business

e 2x Windows Server 2022 Standard — 16 Core
License Pack

Microsoft licences are not part of NEXINEO’s
delivery and therefore need to be purchased

and activated by the customer themselves.

The manual for activating Windows licences can
be found on the Support page of the e-shop.

Optional accessories

The NEXI GO Performance 25 server does
not include a built-in CD/DVD-ROM drive.
If necessary, we recommend ordering an
external CD/DVD-ROM in our e-shop.

shop.nexineo.com
nexineo@nexineo.com

NEXI GO Performance 25 server

The NEXI GO Performance server delivers power, stores data, and runs applications
for the NEO virtual desktop devices. The NEXI GO Performance server comes
pre-installed with the Windows Server 2022 trial version and a pre-installed NEXI
Board management console. Any technician with a basic knowledge of Windows
OS can easily install the teaching applications.

NEXI GO Performance 25
server connections
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NEXI GO Performance 25 server
Back panel e
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BIOS Flashback Button

Clear CMOS Button

USB (Type-C)

6 x USB 3.2 (Type-A)

2 x RJ-45 Ethernet

2 x USB 2.0 (Type-A) e
Optical S/PDIF Out

Line Out, Microphone Input Jack
2 x HDMI

10 6 x DisplayPort

11 Power supply

12 1/0 switch

X Inactive ports
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NEXI GO Performance 25 server
Front side

2x 3,5 mm Audio jack
Reset button

USB Type-C

Power button

LED diode

2x USB 2.0 (Type-A)
2x USB 3.0 (Type-A)
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